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Focus of CAC Meeting #8

Review Alternative Packages to be 
evaluated in Level 3. Detailed Evaluation
More detailed look at Sensitive 
Environmental Features along Randall 
Road



Questions or Comments?

New Stakeholder Involvement Schedule
Next CAC Meeting (#8) – April 10th  

Same Location
Please sign-in if have not done so
Please leave nametags behind for reuse at 
next meeting



EXTRA SLIDES



Examples of Roadways with
Similar Traffic Demand

IL Route 83 (Kindsdale Ave)
Between Midway Dr and 55th St
Westmont
2005 ADT = 50,400 to 72,100 vehicles
3-mile segment
2 lanes in each direction, changes to expressway north of 
segment with 3 lanes in each direction
Signalized intersections
Residential to the north, commercial to the south       
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Review of Process to Date

Half-way point
The purpose of the Randall Road Improvements Study 
CAC is to be a liaison between the public and McHenry 
County to help develop a Preferred Alternative that 
addresses the communities’ needs.
To date the CAC has successfully helped …

Identify stakeholders and critical issues along the corridor
Develop a Purpose and Need for the study
Identify (Achieve Consensus on) an Alternative Evaluation Process 
Develop Evaluation Criteria
Develop improvement options to be evaluated.



Review of the Purpose and 
Need

The purpose of the Randall Road Improvements study is to 
identify a transportation system improvement that will enhance 
mobility and local access while addressing safety issues, 
community values, and environmental impacts within the study 
area. 
Randall Road improvements are needed to:

Improve regional mobility
Enhance local access/local system deficiencies
Improve pedestrian/bicycle mobility
Accommodate community values/land use planning goals
Address safety concerns



Crash Statistics

2004 to 2006 Crash Summary
1,054 reported crashes, majority occurred at signalized 
intersections 

379/351/324 in 2004/2005/2006, respectively

Over 250 crashes at Randall Rd and Algonquin Rd 
Intersection

Collision Type: 55% of crashes rear-end, 18 % turning, 
and 11 % angle

Pavement Conditions: 23 % occurred on wet pavement
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Level 2: Comparative Eval. 
Results - Intersections

Bunker Hill Road – Additional turn lanes scored 
highest
Roundabout eliminated after further evaluation 
based on traffic projections and roundabout 
capacity
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